LEVEL

Reading water
levels

Standard sections (with separate numbered The choice of colours, the design and the sizes of
plates for whole meters) allow scales of any  the figures and divisions ensure optimum legibility.
length to be made up from a minimum stock of The smooth enamel coating reduces the risk of

components and can be used if necessary on other  scaling and facilitates cleaning.
sites since the sections can he easily dismantled.

Thickness approx. 2 mm Each division is 2 cm high with a peak for reading
Standard sections: to the nearest cm.

slength 1m Height of figures: 7.cm.

* Width 150 mm Number plated weight: weight 0.075 kg.

e Weight 1.6 kg.

elength 05m
 Width 150 mm
e Weight 0.8 kg.
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Specifications

Mounted on vertical supports

Sections: divisions and blue figures.

Ref. 3121 A - 1 m section, 1 to 10 decimetre number
from bottom to top, white background.

Ref. 3121 B - 0.5 section, 1 to 5 decimetre number
from bottom to top, white background.

Ref. 3121 AA - 1 m section, 1 to 10 decimetre
number from top to bottom (negative scale),

yellow background.

Ref. 3121 BA - 0.5 m section, 1 to 5 decimetre
number from top to bottom (negative scale),

yellow background.

Metre plates, to be fixed on sections 3121, red
numbers on white background.

Ref. 3121 CO to C9 - Digits from 0 to 9 available.
Ref. 3121 CA - Plate - Digits from 10 to 99.

Ref. 3121 CB - Plate - Digits from 100 to 999.

Mounted on 45° supports

Section: divisions and blue figures.

Ref. 3122 A - 1.414 section for 1 m vertical elevation,
1 to 10 decimetre number from bottom to top, white
background.

Ref. 3122 B - 0.707 m section for 0.5 m vertical
elevation, 1 to 5 decimetre number from bottom to top,
white background.

Ref. 3122 AA - 1.414 m section for 1 m vertical

elevation, 1 to 10 decimetre number from tap to bottom,

yellow background.

Ref. 3122 BA - 0.707 m section for 0.5 m vertical
elevation, 1to 5 decimetre number from top to bottom,
yellow background.

Metre plates, to be fixed on sections 3122,

red numbers on white background.

Ref. 3122 C0 a C9 - Plate -

Digit from 0 to 9 available.

Ref. 3122 CA - Plate. Digits from 10 to 99 available.

Ref. 3122 CB - Plate. Digits from 100 to 900 available.

Mounted on 60° support or other

On request.

Accessories

Ref. 3121 D - Box of 50 corrosion-proof screws
(wood) and nylon washers.

Ref. 3121 E - Box of 50 corrosion-proof bolts

and nuts and nylon washers.
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Examples of mounting
systems

Mounting screw and washer NV
(one washer on each side of the scale) T

Other products

@ Flowmeters DPN 7/1 and DPN 7/2.

@ Waste water samplers.

@ Floating roll flowmeters.

@ Venturi flumes.

@ Hydrology current meters.

@ Measurement of waterflows in rivers or canals.
@ Levelmeters LPN 8/1 and LPN 8/2.
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@ Floating meters CAE 7/2.

@ Electronic and mechanical encoders.
e Code converters CDC 9.

e Portable flowmeters.

e Levelmeters CPN 1/2.

@ Graphic printer EGN 8.

Technical data and specificalions
binding only after confi i
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